
1. Disassembly
1.  Remove OE retaining clip, end plug, valve and spring from valve body bore.

2. Discard OE valve and end plug. Keep retaining clip and spring for reuse.

3. Thoroughly clean bore.

2. Installation
1.  Ensure all debris has been removed from the 

valve bore and valve body.

2.  Reinstall OE spring.

3.  Install Sonnax lockup shift valve and end plug, 
ensuring O-ring end is inboard as shown above.

4. Reinstall OE retaining clip to secure end plug.

Honda 5-Speed
Lockup Shift  
Valve Kit
Part No. 
98892-16K
• Valve
• End Plug
• O-Rings (2) 1 extra

NOTE: This kit fits several Honda 5-speed 
models. However, model to model, the 
appearance of valve bodies and the loca-
tion of the lockup shift valve bore may 
vary. The BVGA model is illustrated here. 
See Honda 98892-16K Application Chart 
for a detailed guide.

Also Available

O-Ringed TC Check Valve Kit
98892-29K Honda 4/5-Speed

See Honda 98892-29K Application Chart 
at www.sonnax.com for Honda 4/5-speed 
unit details. 

O-Ringed TC Check Valve Kit
98892-32K Honda 4/5-Speed

See Honda 98892-32K Application Chart 
at www.sonnax.com for Honda 4/5-speed 
unit details.

Converter Charge Regulated 
Pressure Regulator Valve
98892-04K Honda 4/5-Speed

Oversized Converter Charge 
Regulated Pressure  
Regulator Valve
98892-13K Honda 4/5-Speed

O-Ringed End Plug Kit
98892-01K Honda 4/5-Speed

Sonnax Updated Design
Lube oil exhaust circuit blocked.

OE Design
Lube oil allowed to exhaust.

Exhaust Lube Oil

Exhaust Lube Oil

O-Ringed 
End Plug

OE 
Spring

OE 
RetainerValve

Important Pre-Installation Test:
A vacuum test at the ports indicat-
ed should hold 18 in-Hg or more. 

If the vacuum test reading 
is less, the casting should 
be replaced due to exces-
sive bore wear.
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TRANSMISSION  PARTS
I n s t r u c t i o n s

Honda 5-Speed 
98892-16K Application Chart

Make Model
Year Trans. 

CodeFrom To

Acura 3.2CL 2001 2006 BGFA

Acura 3.2CL 2001 2006 MGFA

Acura 3.2TL 2000 2003 M7WA

Acura 3.2TL 2001 2003 B7WA

Acura MDX 2001 2002 MGHA

Acura MDX 2001 2002 BGHA

Acura TL 2004 2008 BDGA

Honda Accord 2003 2007 BAYA

Honda Accord 2003 2007 MAYA

Honda Odyssey 2002 2004 BYBA

Honda Odyssey 2005 2007 BGRA

Honda Odyssey 2005 2007 PGRA

Honda Pilot 2003 2007 BVGA

Honda Pilot 2003 2007 PVGA

Honda Pilot 2003 2007 BVLA

Honda Pilot 2003 2007 PVLA


